


`









Protecting Mission 
Support Equipment

Active EMP 
Mitigation



EMP Mitigation
•Critical Equipment Within the Shield, 

Faraday Cage, ¼” Seam Welded Plate 
Steel, Powerline Filters

Passive 
Approach 

•Intercept the EMP Pulse: Absorb, Reflect, 
or Shunt the Pulse to Ground

•Protects Equipment Outside the Passive 
Shield, Improves Survivability

Active 
Approach

Protection Strategies



Outside the Shield
∗ Fuel Delivery
∗ Refueling Systems
∗ Communications and I.T. Infrastructure
∗ Backup Generators
∗ Flightline Equipment
∗ Military, Emergency, and Personal Vehicles
∗ Food Preparation
∗ Water and Wastewater Systems
∗ Hospital Equipment







∗ Servers, Routers, Switches
∗ Vehicle Electronics
∗ Circuit Panels
∗ RF Antenna Feeds
∗ Integrated Meter Bases

Active Mitigation



Testing Standards

∗ MIL-STD-188-125-1
∗ (Pulse Injection) 

∗ MIL-STD-461G 
∗ MIL-STD-464C 
∗ MIL-STD-1766C 
∗ UL 1449 Edition 5 

∗ IEC 61000-2-10 
∗ IEC 61000-4-2/3/4 
∗ IEC 61000-4-5
∗ IEC 61000-4-25 
∗ IEC 61000-6-1 
∗ IEC 61000-6-2 
∗ IEC 61000-6-5 
∗ IEC 61850 





Point of Contact

Tim Carty
Founder
TCarty@EMPshield.net
Mobile (785) 806-5523
Office (620) 263-3102

mailto:TCarty@EMPshield.net
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